
Short run log stacking   
16 – 64p @ 25.000 
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Web Press 

Timson T48A with Zero Make Ready 

 

Product Mix 

Sections for books, 32/64 pages 

    

Post Press Configuration 

The installation consists of : 

• Floor conveying 

• Automatic waste ejection 

• Automatic divert to backup stacker 

• RS 610 log stacker with RS 650 log palletizer 

• TCC-Software (Total Copy Control) for automatic log length calculation  

and log separation according to ZMR-signals from press. 

 

 

 

Responsible Project Center 

RIMA-SYSTEM USA, Atlanta 

 

Stacking of 16 - 64p @ 25.000 cph 
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Timson book press, 64p, 25.000 cph 

•Folder with one delivery 

•Short runs 

•Conveyor line with fixed stacker installation 

•RS 610 log stacker with palletizer 

•ZMR software 

 

Stacking of 16 - 64p @ 25.000 cph 
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Operation side of the RS 610 with log building area, end board magazine, strapping area, and operator interface. 

Stacking of 16 - 64p @ 25.000 cph 
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Back view of the RS 610 with RS 650 log palletizer, empty pallet magazine and pallet conveying system. 

Stacking of 16 - 64p @ 25.000 cph 
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Open log building area, fast & easy access 

Closed loop log building process 

Superb log quality, full log control 

Log length calculation & log separation according to ZMR 

One side operation 

Stacking of 16 - 64p @ 25.000 cph 
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Automatic palletizing 

Optional log turning 

Empty pallet dispenser & pallet conveying system 

Stacking of 16 - 64p @ 25.000 cph 
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Your no. 1 Post Press Team – innovative, reliable, stable… 

 


